Harbour Motorway Rail Basement Sustainable
Foundation

Nigeria (2015)

VPAJOT, Dawson’s distributor in France,
were approached by contractor LEDUK for
a Dawson pile capping system supply for a
project in Nigeria. LEDUK provided the
preliminary information for the project, which
enabled Dawson to present a formwork
scheme in return, using standard equipment
from their range. Dawson checked
the physical layouts and load capacity
requirement, and from this the Heavy Duty
Capping System was proposed.

In view of the project site location, instead
of site training, a mock combi-wall was
prepared at the Dawson factory in Milton
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Combi-wall Concrete Capping

Keynes, where LEDUK personnel were able
to visit for training and hands on
familiarisation with the equipment. This
combined with

the design and load check work ahead of the
project start ensured no issues were
encountered when the project went live.
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NOTES!

ABOVE 1S A TYPICAL LAYOUT FOR THE HD BRACKETS AND PANELS.

THE DETAL SHOWS THE WINNUN OF 2 BRACKETS SUPPORTING EACH PANEL. EACH
BRACKET/PANEL WLL NEED T0 B ADUUSTED TO ST THE PILE LINE AND SITE
CONDITONS. THE ABOVE LAYOUT CAN BE USED AS A GLIDE ONLY.

CAP DINENSIONS NEED TO BE CONFIRM BY CLIENT BEFORE SYSTEN APPROVAL BY DCP.
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DAWSON

CONSTRUCTION PLANT LTD
Dawson Construction Plant Ltd
Chesney Wold,

Bleak Hall,

Milton Keynes,

MK6 1NE, England

Tel: +44 (0)1908 240300

Fax: +44(0)1908 240222
www.dcpuk.com



